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Decorative Paint
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Gloss Alkyd Oil Paint

Matt Alkyd Oil Paint

101 Plastic Paint 100% Washable
101 Semi-Plastic Paint

954 Undercoat

999 Anti-Rust

3000 Sealer Sanding Lacquer
2000 Nitrocellulose Cealer
666 Varnish

660 Honey-Like Varnish
Silver Paint

757 Aliph Oil momtaz

Spray Paint
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Gloss Alkyd Oil Paint

Technical Specification:

1. Base: Alkyd Resin

2. Available in all colors

3.Theoretical coverage power: 10m?/lit
4. Gloss: at least 85

5. Density: 1.13 gr/cm3

6. Viscosity: 95-100 Crabs

7. Solid content: 60

8. Superficial drying time: 5 hr

9. Deep drying time: 24 hr

10. Recommended thinner: SanneYekta oil

thinner
Features:

1. High gloss

2. High covering power

3. High light and weather resistant
4. With standard certificate
Instruction:

1. Surfaces must be clean and free from dust and
other particles
2. Use oil putty to restore speckles and surface

Smoothing

3. Use Lining or Oil Anti Rust (depending on
application) as undercoat 4. Dilute it with
SanneYekta oil thinner and apply to the surface
with spray gun, brush or roller

Can be applied:

As decorative top coat on plaster, concrete,
cement, wooden and metal surfaces (solely or
mix with matt paint)

Storage:

1. Shelf life 1 year as long as kept in a dry and
covered place
2. Store max at 30°C

Caution:

1. This product is flammable, keep away from fire
2.1n case of eye or skin contact, immediately wash
with water and soap, see a physician if necessary
3. Keep out of reach of children

4. International standard ventilation is required
when using

. Packing:

0.175L (25 pcs)

0.81L (12 pcs)
3.25L (4 pcs)
142L
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Matt Alkyd Oil Paint

Technical Specification:

1. Base: Alkyd resin

2. Color: White

3.Theoretical coverage power: 10m2/lit
4.Gloss: 4

5. Density: 1/5 gr/cm3

6. Viscosity: 104-107 Crabs

7.Solid content: 73

8. Superficial drying time: 1 hr

9. Deep drying time: 16 hr
10.Recommended thinner: SanneYekta oil thinner

Features:

1. High gloss & flexibility

2. High covering power

3. High light and weather resistant
4. With standard certificate

Instruction:

1. Surfaces must be clean and free from dust and
other particles

2. Use oil putty to restore speckles and surface
smoothing

3. Use Lining or Oil Anti Rust (depending on
application) as undercoat

4. Dilute it with SanneYekta oil thinner and apply
to the surface with spray gun, brush or roller

Can be applied:

1. As decorative top coat on plaster, concrete,
cement, wooden and metal surfaces

2. For semi gloss and semi matt paints, mix it with
gloss oil paint

Storage:

1. Store max at 30°C

2. Shelf life 1 year as long as kept in a dry and
covered place

Caution:

1. This product is flammable, keep away from fire
2. In case of eye or skin contact, immediately wash with
water and soap, see a physician if necessary

3. Keep out of reach of children

4. International standard ventilation is required when
using

‘ Packing:

0.81L (12 pcs)
3.25L (4 pcs)
14.2 L
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101 Plastic Paint 100% Washable
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Technical Specification:

1. Base: Poly Vinyl Acetate

2. Appearance: Latex

3.Theoretical Hiding Power: 10 m? /lit
4.Gloss: 6 +2

5. Density: 1/45 gr/cm’

6. Viscosity: 120-130 Crabs

7.Solid content: 58

8. Superficial drying time: 1 hr max
9. Deep drying time: 3 hr

10. Diluting solvent: Water

11. Contrast: 99

12. Wash ability: 2000

Features:

1. Environmentally friendly

2. Fast drying and appropriate brush ability
3. High scratching property and washable
4. High hiding power

5. With standard certificate

Instruction:

1. Surface must be clean and free from moisture
2. Apply putty or plaster to make the surface
plane

3. Diluted paint (with water) can be used as the
premier layer on wall for higher stickiness and
paint absorption prevention

4. Mix the paint with appropriate amount of water
and apply it with spray gun, brush or roller

Can be applied:

As washable decorative top coat on plaster and
cement surfaces

Storage:

1. Store at 0-30° C
2. Shelf life 1 year as long as kept in a dry and
covered place with appropriate ventilation

Caution:

1. Prevent freezing

2. Keep out of reach of children

3. International standard ventilation is required
when using

. Packing:

3.2L (4 pcs)
76L
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101 Semi-Plastic Paint

<

Technical Specification:

1. Base: Poly Vinyl Acetate
2. Appearance/Color: White Latex
3. Contrast: 98
4. Gloss: 6+2
5. Density: 1/62
6. Viscosity: 128-133 Crabs
7.Solid content: 62
8. Superficial drying time: 30 min
9. Deep drying time: 3 hr
10. Diluting Solvent: Water
. Features:

1. Environmentally friendly
2. Fast drying and appropriate brush ability
3. With standard certificate

‘ Instruction:

1. Surface must be clean and free from moisture
2. Apply putty or plaster to make the surface
plane

3. Diluted paint (with water) can be used as the
premier layer on wall for higher stickiness and
paint absorption prevention

4. Mix the paint with appropriate amount of water
and apply it with spray gun, brush or roller

Can be applied:

As decorative top coat on plaster and cement
surfaces (indoor use)

. Storage:

1. Store at 0 - 30°C
2. Shelf life 1 year as long as kept in a dry and
covered place with appropriate ventilation

Caution:

1. Prevent freezing

2. Keep out of reach of children

3. International standard ventilation is required
when using

. Packing:

3.1L (4 pcs)
74L
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954 Undercoat

Technical Specification:

1. Base: Alkyd Resin

2. Color: Grey

3.Theoretical coverage power: 16.5 m?/lit
4. Gloss: 2

5. Density: 1.53 gr/cm3

6. Viscosity: 107-111 Crabs

7.5olid content: 77

8. Superficial drying time: 3 hr

9. Deep drying time: 16 hr

10. Recommended thinner: SanneYekta oil
thinner

Features:

1. High adhesion and High flexibility
2. With standard certificate

Instruction:

1. Surfaces must be clean and free from grease,
old paints and rust
2. Use thinner or washing solution and sander for
cleaning the surface
3. Use Anti Rust 999 for coverage
4. Dilute it with SanneYekta oil thinner and apply
to the surface with spray gun or brush

Can be applied:

As undercoat for metal surfaces

Storage:

1. Store max at 30°C
2. Shelf life 1 year as long as kept in a dry and
covered place

Caution:

1.This product is flammable, keep away from fire
2.Wash with water and soap in case of eye or skin
contact, see a physician if necessary

3.Keep out of reach of children

4.International standard ventilation is required
when using

‘ Packing:

0.81L (12 pcs)
3.25L (4 pcs)
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. Technical Specification:

1. Base: Alkyd Resin

2. Color: Radish brown

3.Theoretical coverage power: 16m?/lit

4.Gloss: 4

5. Density: 1.55 gr/cm3

6. Viscosity: 107-111 Crabs

7. Solid content: 78

8. Superficial drying time: 3 hr

9. Deep drying time: 16 hr

10. Recommended thinner: SanneYekta oil thinner

Features:

1. High adhesion & flexibility
2. High solvent & corrosion resistant
3. With standard certificate

Instruction:

1. Surface must be free from contaminations, oil,
old paints & rust

2. Clean the surface by using thinner, washing
solution or sand paper

3. Dilute it by using proper amount of SanneYekta
oil thinner apply it with spray gun or paint brush

Can be applied:
As the premier lining on metal surfaces to
protect from corrosion

Storage:

1. Store max at 30°C
2. Shelf life 1 year as long as kept in a dry and
covered place

Caution:

1. This product is flammable, keep away from fire
2. Wash with water and soap in case of eye or skin
contact, see a physician if necessary

3. Keep out of reach of children

4. International standard ventilation is required
when using

. Packing:

0.81L (12 pcs)
3.25L (4 pcs)
14.2L
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3000 Sealer Sanding Lacquer

. Technical Specification:

1. Base: Alkyd-Cellulose Nitrate

2. Appearance: Matt-Milky

3. Viscosity: 25000+5000 CP

(25° C, RPM=20, Spindle=5)

4. Density: 0/98 gr/cm3

5. Solid content: 39

6. Superficial drying time: 5 minutes

7. Deep drying time: 60 minutes
8.Recommended thinner: SanneYekta fast thinner

Features:

1. Fast drying
2. High filling & sanding properties

Instruction:

1. Surface must be clean, dry & free from dust or
wood swarf

2. Dilute the Sealer with SanneYekta fast thinner
3. Apply it to the surface with brush or spray gun
4. Sand with wood sander after drying

Can be applied:

As lining & top coat absorption preventer (on
wooden surfaces)

Storage:

1. Store max at 30°C
2. Shelf life 1 year as long as kept in a dry and
covered place

Caution:

1. This product is flammable, keep away from fire
2. In case of eye or skin contact, immediately
wash the area, see a physician if necessary

3. Keep out of reach of children

4. International standard ventilation is required
when using

. Packing:

0.85 Quart (12 pcs)
3.4 Quart (4 pcs)
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2000 Nitrocellulose Cealer

. Technical Specification:

1. Base: Alkyd-Cellulose Nitrate

2. Appearance/Color: Transparent, bright yellow
3. Viscosity: 25000+5000 CP

(RPM20, Spindle=5)

4. Density: 0/98 gr/cm3

5. Solid content: 40

6. Superficial drying time: 5 minutes

7. Deep drying time: 60 minutes

8. Recommended thinner: SanneYekta fast thinner

Features:

1. Good gloss and good adhesion
2. Fast drying

Instruction:

1. Wood surface must be clean, dry & free from
dust or wood swarf

2. Apply it to the surface and sand it

3. Dilute the Cealer by SanneYekta fast thinner
and apply with brush or spray gun

Can be applied:

As a fast drying lacquer on wooden surfaces

Storage:

1. Store max as 30°C
2. Shelf life 1 year as long as kept in a dry and
covered place

Caution:

1. This product is flammable, keep away from fire
2.In case of eye or skin contact,immediately wash
the area, see a physician if necessary

3. Keep out of reach of children

4. International standard ventilation is required
when using

. Packing:

0.85 Quart (12 pcs)
3.4 Quart (4 pcs)
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666 Gloss Alkyd lacquer

Technical Specification:

1. Base: Alkyd resin

2. Color: Transparent lacquer

3. Viscosity: 90-95 Crabs

4. Density: 0.92 gr/cm3

5.Solid content: 52+1

6. Superficial drying time: 3-4 hr

7.Deep drying time: 16 hr

8. Recommended thinner: Sanneyekta oil thinner
Features:

1. High gloss and High adhesion power
2. light and weather resistant
3. Fast drying

Instruction:

1. Surfaces must be clean and free from dust,
moisture and wood swarf

2. Apply appropriate undercoat to the surface
(use clear for wooden surfaces)

3. Dilute it with SanneYekta oil thinner and apply
to the surface with spray gun or brush

Can be applied:

As enduring polish on wooden and metal surfaces

Storage:

1. Store max at 30°C

2. Shelf life 1 year as long as kept in a dry and
covered place

Caution:

1. This product is flammable, keep away from fire
2. Wash with water and soap in case of eye or skin
contact, see a physician if necessary

3. Keep out of reach of children

4. International standard ventilation is required
when using.

. Packing:

0.81L (12 pcs)
3.25L (4 pcs)
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Technical Specification:

1. Base: Modified Alkyd Resin

2. Viscosity: 85-90 Crabs

3. Density: 0/97 gr/cm3

4. Solid content: 67

5. Superficial drying time: 30 minutes to 1hr

6. Recommended thinner: SanneYekta oil thinner

Features:

1. Fast drying
2. High gloss

Instruction:

1. Surface must be dry and free from dust, wood
swarf or humidity

2. Surface should be coated with proper premier
(for wooden surfaces, use slear)

3. Dilute the lac with proper amout of oil thinner &
apply with spray gun or brush

Can be applied:

As fast drying polish on wooden surfaces

Storage:

1. Store max at 30°C
2. Shelf life 1 year as long as kept in a dry and
covered place

Caution:

1. This product is flammable, keep away from fire
2. Wash with water and soap in case of eye or skin
contact, see a physician if necessary

3. Keep out of reach of children

4. International standard ventilation is required
when using

. Packing:

0.85 Quart
34 Quart

(12 pcs)
(4 pcs)
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> 6l 6,5 &J
Silver Paint

Technical Specification:

1. Viscosity: 70-85 sec (ford 4)

2. Solid content: 64

3. Theoretical coverage power: 40 m?/lit
4. Superficial drying time: 1 hr

5. density: 1 g[r/cm3

Features:

1. Moisture and weather resistant
2. Ultraviolet ray’s resistant

3. Heat resistant

4. High gloss and leafing

Instruction:

1. Mix well before use

2. Surfaces must be free from contamination,
grease and old paints

3. Dilute it with SanneVYekta oil thinner

4. Brush can be used but paint gun is recommended
5. Best application temperature is 10-30°C

Can be applied:

For painting metal, wooden and plaster surfaces
(indoor and outdoor)

Storage:

1. Store max at 30°C
2. Shelf life 1 year as long as kept in a dry and
covered place

Caution:

1. Keep out of reach of children

‘ Packing:

0.175 L (25 pcs)
0.81L (12 pcs)
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757 Aliph Oil Super

Technical Specification:

1. Viscosity: 100 - 110 sec (F4)
2. Solid content: 58
3. Density: 0/95 gr/cm3

Features:

1. High adhesion & filling properties (on plaster)
2. Fast drying

Instruction:

1. Clean the surface, apply putty and sand it for
smoothing

2. Apply the oil to the surface with brush

3. Next paint layers could be applied after the oil
is dried

Can be applied:

1. As the premier layer on plaster surfaces for
stickiness and preventing paint absorption
2. For making oil putty

Storage:

1. Store max at 30°C
2. Shelf life 1 year as long as kept in a dry and
covered place

Caution:

1. This product is flammable, keep away from fire
2. Wash with water and soap in case of eye or skin
contact, see a physician if necessary

3. Keep out of reach of children

4. International standard ventilation is required
when using

Packing:
0.85 Quart (16 pcs)
3.3 Quart (6 pcs)
17.4 Quart
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Spray Paint

. Technical Specification:

1. Base: Modified air-dry resins

2. Appearance/Color: Available in all shades
3.Theoretical hiding power: 7.5 m?/lit

4. Gloss: 90

5- Density: 0.85

6.Viscosity: 70 - 75 sec (F=2)

7.5olid Content: 44

8. Superficial drying time: 60 min

9. Deep drying time: 24 Hours

10. Content: 300 ml

Features:

1. Fast drying
2. Excellent gloss

Instruction:

1. Surface must be free from dust & grease

2. Shake the can at least for 1 minute till hearing
the rattle

3. Spray from 20 - 25 cm

4. Recommended temperature is 20-30 °C
5.Several thin layers would be better than a thick
layer

6. After use, hold the can upside down and press
the bottom till that extra adhesive comes out

. Can be applied:

As decorative paint

Storage:

1. Keep in a dry and covered place, max at 30°C
2. Shelf life one year

Caution:

1. This product is flammable, keep away from fire
2. The content is compressed, store away from
direct sunlight

3. Avoid perforating or burning even after the
product is finished

4. Do not spray on naked flame

. Packing:

300 ml (24 pcs)
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